EU Declaration of Conformity

The Toro Company ®, 8111 Lyndale Ave. South, Bloomington, MN, USA, declares that the following unit(s):

Model No. Serial No. Product Description Invoice Description
08706 418200000 and Up|Sand Pro 2040Z Traction Unit SAND PRO 2040Z
08743 418260000 and Up|Sand Pro 3040 Traction Unit SAND PRO 3040
08745 418260000 and Up|Sand Pro 5040 Traction Unit SAND PRO 5040

Conform(s) to the following legislation:

2000/14/EC (Noise), 2006/42/EC (Machinery Directive), 2014/30/EU (EMC), 2014/53/EU (RE D)

Each model listed has been evaluated with the following standards and/or other normative documents:

EN 55012: 2007 + A1:2009
EN61000-6-2: 2005+AC:2005

Further, the following accessories/attachments conform to the directives indicated below when installed according to instructions

on the models listed above:

Data for Noise Directive (2000/14/EC):

Model [Description [Directive Model [Description Directive
Accessories/Attachments for all Models 08734 | Scarifier Tine Toolbar 2006/42/EC
122-3876 | Telematics Gateway Lite [2014/53/EU 08735 |Carbide Tine Toolbar 2006/42/EC
Accessories/Attachments for Model 08706 08736 |Profile Blade Toolbar 2006/42/EC
08716 |Flex Groomer 2006/42/EC 08751 |Tooth Rake 2006/42/EC
08717 |Nail Drag 2006/42/EC 08752 |Spring Rake 2006/42/EC
08718 |Drag Kit 2006/42/EC 08753 |Rear Broom 2006/42/EC
08719 |Broom Finishing Kit 2006/42/EC 08754 |Finish Grader 2006/42/EC
08720 |Speed Limiter Kit 2006/42/EC 08755 |Spiker 2006/42/EC
08721 |Light Kit 2006/42/EC 08756 |Drag Mat Carrier System 2006/42/EC
99-4664 |Filter Minder 2006/42/EC 08757 |Steel Drag Mat 2006/42/EC
104-6540 | Screen — Spark Arrestor 2006/42/EC 08758 |Coco Drag Mat 2006/42/EC
115-4510 | Bimini Shade Kit 2006/42/EC 08761 |QAS Nail Drag 2006/42/EC
125-6462 | Turf Trac Tire Kit 2006/42/EC 08781 |Rear Remote Hydraulics 2006/42/EC
127-0359 |Bag Kit 2006/42/EC 08765 |QAS Bunker Pump 2006/42/EC
130-7876 | Rake Holder Kit 2006/42/EC, 08766 | Vibratory Edger 2006/42/EC
130-7877 | Transport Speed Kit 2006/42/EC 08816 |Tooth Rake Broom 2006/42/EC
144-7065 | Seat Isolation Kit 2006/42/EC 108-8496 |Leveling Blade 2006/42/EC
Accessories/Attachments for Model 08743 and Model 08745 115-5646 |60in Manual Blade 2006/42/EC
08714 |Manual Blade 2006/42/EC 110-1375 |Hitch/Tow Bar 2006/42/EC

08838 |Midmount Toolbar System 2006/42/EC Accessories/Attachments for Model 08745
08732 |Weeder Tine Toolbar 2006/42/EC 08712 |Front Lift Frame Assembly 2006/42/EC
08733 |Spring Tine Toolbar 2006/42/EC 08713 _|Front Hydraulic Blade 2006/42/EC

e Measured Sound | Guaranteed Sound | Engine Speed
Model Classification Power (dBA) Power (dBA) 9 (rpm)p
08706 Scarifier 98 99 2850
08743 Scarifier 94 97 3400
08745 Scarifier 95 98 3400

Determined in accordance with ISO 11094:1991.

Conformity Assessment: Annex V

This declaration has been issued under the sole responsibility of the manufacturer.

The object of the declaration is in conformity with relevant Union harmonization legislation.
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Certified: Authorized Representative:

Marcel Dutrieux
Manager European Product Integrity
g Toro Europe NV

\j Nijverheidsstraat 5
2260 Oevel
Belgium

Tom Langworthy

Engineering Director

8111 Lyndale Ave. South

Bloomington, MN 55420, USA

October 21, 2024




EU Specifications

Machine Power, Mass, and Vibration Data

. . Whole Body Vibration
2\*

Model Nominal Machine Hand/Arm Vibration (m/s2) (m/s?)*

Power (kW) | Mass# (kg) Left Hand Right Hand . .

Uncertainty Level Uncertainty
Level Level

08706 10.1 399 0.9 1.1 0.6 0.39 0.2
08743 11.9 452 0.4 0.5 0.02 0.30 0.06
08745 13.4 461 0.7 0.6 0.03 0.39 0.06

* With empty tanks in the normal operating configuration

* Determined in accordance with EN 1032:2003+A1:2008

Machine Sound Data

Sound Pressure (dBA)1

Model Level Uncertainty
08706 88 1
08743 81 3
08745 84 3

1 A-weighted levels, as measured at the operator position, determined in accordance with EN ISO 11201:2010.







BG: 3a ga nonyunTe KOnne OT TO3M AOKYMEHT Ha Ballus e3uK, oTuaeTe Ha www.toro.com/en/parts.

CS: Kopii tohoto dokumentu ve svém jazyce ziskate na adrese www.toro.com/en/parts.

DA: For at indhente en kopi af dette dokument pa dit sprog skal du besgge www.toro.com/en/parts.

DE: Ein Exemplar dieses Dokuments in |hrer Sprache erhalten Sie unter www.toro.com/en/parts.

EL: Na va AaBeTe avtiypago Tou eyypd@ou autou oTn YAwooa oag petafeite otn dietBuvon www.toro.com/en/parts.
EN: To obtain a copy of this document in your language, go to www.toro.com/en/parts.

ES: Puede obtener una copia de este documento en su idioma en www.toro.com/en/parts.

ET: Dokumendist enda keeles koopia saamiseks kilastage veebilehte www.toro.com/en/parts.

Fl: Tasta asiakirjasta saa omakielisen version osoitteesta www.toro.com/en/parts.

FR: Pour vous procurer une copie de ce document dans votre langue, rendez-vous sur www.toro.com/en/parts.
HR: Za primjerak Izjave o sukladnosti na Vasem jeziku idite na www.toro.com/en/parts.

HU: Ha sziksége van a dokumentum egy példanyara a sajat nyelvén, letoltheti azt a www.toro.com/en/parts oldalrél.
IT: La copia del presente documento nella vostra lingua & disponibile su www.toro.com/en/parts.

LT: Norédami gauti Sio dokumento kopijg savo kalba, apsilankykite www.toro.com/en/parts.

LV: Lai iegGtu 8T dokumenta kopiju sava valoda, l0dzu, dodieties uz www.toro.com/en/parts.

NL: Voor een exemplaar van dit document in uw eigen taal, gaat u naar: www.toro.com/en/parts.

NO: For a fa en kopi av dette dokumentet pa ditt sprak, ga til www.toro.com/en/parts.

PL: Aby uzyskac kopie dokumentu dla swojego jezyka, nalezy przejs¢ na strone www.toro.com/en/parts.

PT: Para obter uma copia deste documento no seu idioma, va a www.toro.com/en/parts.

RO: Pentru a obtine un exemplar al prezentului document in limba dumneavoastra, vizitai www.toro.com/en/parts.
SK: Ak chcete ziskat kopiu tohto dokumentu vo svojom jazyku, prejdite na adresu www.toro.com/en/parts.

SL: Za izvod tega dokumenta v vaSem jeziku obiS¢ite spletno stran www.toro.com/en/parts.

SR: Da biste dobili primerak ovog dokumenta na svom jeziku, posetite www.toro.com/en/parts.

SV: Ga in pa www.toro.com/en/parts om du vill ha ett exemplar av det har dokumentet pa ditt sprak.




UK Declaration of Conformity

The Toro Company ®, 8111 Lyndale Ave. South, Bloomington, MN, USA, declares that the following unit(s):

Model No. Serial No. Product Description Invoice Description
08706 418200000 and Up|Sand Pro 2040Z Traction Unit SAND PRO 2040Z
08743 418260000 and Up|Sand Pro 3040 Traction Unit SAND PRO 3040
08745 418260000 and Up|Sand Pro 5040 Traction Unit SAND PRO 5040

Conform(s) to the following legislation:

S.1. 2001 No. 1701 (Noise), S.I. 2008 No. 1597 (Machinery Safety), S.I. 2016 No. 1091 (EMC), S.I. 2017 No. 1206 (Radio

Equipment)

Each model listed has been evaluated with the following standards and/or other normative documents:

EN 55012: 2007 + A1:2009
EN61000-6-2: 2005+AC:2005

Further, the following accessories/attachments conform to the UK national laws indicated below when installed according to
instructions on the models listed above:

Determined in accordance with ISO 11094:1991.

Conformity Assessment: Schedule 8

This declaration has been issued under the sole responsibility of the manufacturer.
The object of the declaration is in conformity with relevant UK legislation.

Model [Description |Regulation Model |Description Regulation
Accessories/Attachments for all Models 08734 |Scarifier Tine Toolbar 2008 No. 1597
122-3876 | Telematics Gateway Lite [2017 No. 1206 08735 |Carbide Tine Toolbar 2008 No. 1597
Accessories/Attachments for Model 08706 08736 |Profile Blade Toolbar 2008 No. 1597
08716 |Flex Groomer 2008 No. 1597 08751 |Tooth Rake 2008 No. 1597
08717 |Nail Drag 2008 No. 1597 08752 |Spring Rake 2008 No. 1597
08718 |Drag Kit 2008 No. 1597 08753 |Rear Broom 2008 No. 1597
08719 |Broom Finishing Kit 2008 No. 1597 08754 |Finish Grader 2008 No. 1597
08720 |Speed Limiter Kit 2008 No. 1597 08755 |Spiker 2008 No. 1597
08721 |Light Kit 2008 No. 1597 08756 |Drag Mat Carrier System 2008 No. 1597
99-4664 |Filter Minder 2008 No. 1597 08757 |Steel Drag Mat 2008 No. 1597
104-6540 | Screen — Spark Arrestor 2008 No. 1597 08758 |Coco Drag Mat 2008 No. 1597
115-4510 |Bimini Shade Kit 2008 No. 1597 08761 |QAS Nail Drag 2008 No. 1597
125-6462 | Turf Trac Tire Kit 2008 No. 1597 08781 |Rear Remote Hydraulics 2008 No. 1597
127-0359 |Bag Kit 2008 No. 1597 08765 |QAS Bunker Pump 2008 No. 1597
130-7876 | Rake Holder Kit 2008 No. 1597 08766 |Vibratory Edger 2008 No. 1597
130-7877 | Transport Speed Kit 2008 No. 1597 08816 |Tooth Rake Broom 2008 No. 1597
144-7065 | Seat Isolation Kit 2008 No. 1597 108-8496 | Leveling Blade 2008 No. 1597
Accessories/Attachments for Model 08743 and Model 08745 115-5646 |60in Manual Blade 2008 No. 1597
08714 |Manual Blade 2008 No. 1597 110-1375 |Hitch/Tow Bar 2008 No. 1597
08838 |Midmount Toolbar System 2008 No. 1597 Accessories/Attachments for Model 08745
08732 |Weeder Tine Toolbar 2008 No. 1597 08712 |Front Lift Frame Assembly 2008 No. 1597
08733 |Spring Tine Toolbar 2008 No. 1597 08713 |Front Hydraulic Blade 2008 No. 1597
Data for Noise Regulations (S.l. 2001 No. 1701):
P Measured Sound | Guaranteed Sound | Engine Speed
Model Classification Power (dBA) Power (dBA) g (rpm)p
08706 Scarifier 98 99 2850
08743 Scarifier 94 97 3400
08745 Scarifier 95 98 3400




Authorized Representative:

Marcel Dutrieux
Manager European Product Integrity
I Toro U.K. Limited
\j Spellbrook Lane West
Bishop's Stortford

CM23 4BU

United Kingdom
Tom Langworthy

Engineering Director

8111 Lyndale Ave. South
Bloomington, MN 55420, USA
October 21, 2024




UK Specifications

Machine Power, Mass, and Vibration Data

. . Whole Body Vibration
2\*

Model Nominal Machine Hand/Arm Vibration (m/s2) (m/s?)*

Power (kW) | Mass# (kg) Left Hand Right Hand . .

Uncertainty Level Uncertainty
Level Level

08706 10.1 399 0.9 1.1 0.6 0.39 0.2
08743 11.9 452 0.4 0.5 0.02 0.30 0.06
08745 13.4 461 0.7 0.6 0.03 0.39 0.06

* With empty tanks in the normal operating configuration

* Determined in accordance with EN 1032:2003+A1:2008

Machine Sound Data

Sound Pressure (dBA)1

Model Level Uncertainty
08706 88 1
08743 81 3
08745 84 3

1 A-weighted levels, as measured at the operator position, determined in accordance with EN ISO 11201:2010.






